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Outstandig advantages K3 - Series

Minimum size & Maximum performance
Large cable cross sections

Heat emission improved
=> effect increase of AC3 and AC1 values

Ambient temperatures -40 C.. +90 C
=>no derating of AC3 values

Designed for the operation under extreme conditions
=> heat, severe cold, dust, sand, high humidity, shock

Special contact materials
=> highest contact reliablity
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24A 32A 40A 50A 62A  T4A 90A  115A
11kW  15kW 18,5kW | 22kW  30kW 37kW | 45kW  55kW
15kW 18,5kW 185kW | 30kW  37kW  45kW | 55kW  55kW
50A 65A 80A 110A 120A  130A 160A  200A
10A10 14A10 18A10 22A10 | 24A00 32A00 40A00 | 50A00 62A00 74A00 | S0A00 115A00
INO INO INO INO - - - - - -
10A01 14A01 18A01 22A01
INC
HN10 ¢ HNO1 HA10 HAO1  max. max.
INO INC 1NO INC 4 HN. 7 HN..
f. low level f. low level 25A Iy, 25A Iy, or or
switching switching 4 HA. 7 HA..
Additional aux. contact blocks
Side mounting Type - - - - HB11 HB0O2 max.
contacts 1NO+1NC 2NC 2 HB.
f. low level f. low level
switching switching
Overload Relay (thermal)
Single phase protection
Temperature compensation
Trip and alarm contacts
Type uss
U12/16 E .. K3 |{ U3/42 |
Number of Setting Ranges 16 16 4 5 2
from 0,12-30A 0,12- 32A 10 - 42A 20 - 74A 60 - 120A
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450A 550A 700A 860A

250kW 300w 400kW  500kW
375kW 475kW 630kW 700KW

600A 760A 1000A 1100A

1000A 1200A

580kW 680kW
850kW 1000kW

1200A 1350A

450A22  550A22 700A22  860A22
2NO+2NC 2NO+2NC  2NO+2NC 2NO+2NC

1000A12  1200A12

1INO+2NC  1NO+2NC

HKT11 HKT22 HKF22 HKB11
INO+1INC 2NO+2NC 2NO+2NC 1NO+1INC
max. 1 pc. max. 1 pc. max. 2 pcs.
HKA11 - - - - - E
1NO+1INC
max. 2 pcs.

d Relay (thermal)

ngle phase protection
emperature compensation

Trip and alarm contacts

Type

Number of Setting Ranges
from

1
120 - 180A

SuU180

links for
independent use
integrated

2
144 - 320A

integrated

uUs40

260 - 800A

SUB40/550 SUB40/860

U1250

2
700 - 1250A
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